
 Features :

Ÿ Electric control using electromagnetic driven to keep safety.

Ÿ Mechanical reset prevents injury.

Ÿ Powder Coated Steel, Rainproof Feature.

Ÿ Suitable for indoor and outdoor.
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Max. torque  300 Nm 

Certifications  CE, FCC, RoHS 

Max. power  140 W 

 

Material  Steel 

Encoder  Incremental, integrated in the motor 

Surface treatment  Pre-hot dip galvanized, 20��m thick + polyester powder coated 

Opening Time  0.6 - sec 

Beam type  Rectangular and rounded 

Max Boom Length  <3m 

Ambient operating temperature  -20°C to +55°C 

Protection class  IP55 (Electronic control unit) - Ip44 

Weight  40 Kg 

Use frequency  Continuous use 

Deceleration type  Electronic + mechanical 

 Power supply  220-240V ~ 50/60 Hz 

Motor  24V DC Brush less motor 

Electronic equipment  E614 

Specificaa�ons :

 AGS-SFB25 (Opening /Closing Time 2.5 sec ) Parking Boom Barrier 

Ÿ  RFID, ( LF | HF | UHF )

Ÿ  Access Controllers & Other Accessories available as per request.
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Op�on Available:

 Coustomazation Barrier Housing and color
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